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-Grid-connected and off-grid operation function: The
equipment can charge and discharge the energy storage
system when it is grid-connected; it can supply power to
external loads when it is off-grid and support off-grid
black start.
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-Security: Rated 1250kVA AC function input and output,
string PCS eliminates inter-cluster loop current.
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-Local and remote monitoring function: The system
supports remote monitoring function. The local controller can
be configured with human-machine interactive interface for
local control, and the system data can also be uploaded to
the cloud platform through 4G network for monitoring and
analysis.
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- Flexible Configuration: Inputs and outputs are connected
by quick-plug connectors, which is convenient and easy to
access anytime and anywhere.
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1250kVA/2652kWh Mobile Energy Storage Vehicle
it EY
Battery type LFP
BEHRE
Cell Capacity 3:2V314Ah
RABWERE
System Battery Configuration 10P264S
Bt A EREE
; 2652.6kWh
9 Battery Energy Ratin
CRE e
Battery RATMEBE
844.8V
Parameters Rated System Voltage
RAABETE
System Voltage Range 739.2~950.4V
FRILEBER
Charge/discharge Ratio 0.5C
RIEBRE .
Charge and Discharge Depth 95%
BB &R
Battery Cooling Method Liquid Cooling
BERIMINZE
Rated AC power 1250kVA
RIFEMBE o 5
o . Allowable Grid Voltage 3807400 (-15%~15%) Vac
RS 5
AC Side R MR 50/60Hz
Permissible Grid Frequency
Parameters o
RERIERBETR <3%
Total Current Harmonic Distortion Rate =
NERE .
Power Factor DL
R~ (L*W*D)
Size (L*W*D) 6058*2438*2896mm
5=
Weights 26T
FhiP R
Protection Level PS4
IR 3
Anti-corrosion Grade
TERETEE o
- Operating Temperature Range -20~55°C
SfE — ‘o =
RRESH THERESE 0~90% (FHETE)
System Operating Humidity Range 0~90% (no condensation)
Parameters EiEEEE ]
Storage Temperature Range -30~60°C
TR 2000m

Operational Altitude
BtEEL R EMEERS
Battery Temperature Control Method High-efficiency intelligent liquid cooling
PACKZRIRM, FRERIEIR

HIATI R
Firefighting Program PACK level detection, cluster spraying
RN CAN/Modbus

System Communication Protocol
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